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HEATER AND FLUE

TO BE INSTALLED IN

COMPLIANCE WITH

STANDARD AS/NZS 2918:2001

230 X 42 F7 AT 600 CRS.

TRIMLINE HI-FRONT

RAINWATER GUTTER

THROUGHOUT

180 X 30 F7 AT 600 CRS.
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SECTION E - ESECTION A - A

SECTION B - B SECTION C - C SECTION D - D
CONC SLAB DESIGN

TO STRUCTURAL

ENGINEER'S DETAIL.

FIXINGS, DOORS, SKIRTING

AND  ARCHITRAVING  AS

SELECTED.

NOTE: ALL WORK IS TO COMPLY WITH THE BUILDING CODE OF AUST. (BCA)
AND RELEVANT  AUST. STANDARDS. ALL WORK IS TO COMPLY WITH THE

DIRECTION OF THE  MID-WESTERN REGIONAL COUNCIL'S
BUILDING SERVICES DEPARTMENT AND OTHER RELEVANT AUTHORITIES.

CEILINGS TO BE LINED WITH 10mm

PLASTERBOARD SCREW FIXED TO

'RONDO' CEILING BATTEN SYSTEM

AT 450 CRS. 20MM. BATTENS  TO BE

FIXED TO THE UNDERSIDE OF

TRUSSES.  ALL TO BE FIXED

IN STRICT ACCORDANCE WITH

MANUFACTURER'S SPECIFICATION.

FINISH ALL NEW WORK AND

SURFACES  WITH PAINT FINISHES

AS SELECTED. ALL TO BE APPLIED

TO MANUFACTURER'S SPECIFICATION.

ALLOW FOR THE PROVISION OF GPO AND

LIGHT SWITCH OUTLETS AND FITMENTS

AS DIRECTED BY THE OWNER. COLOUR

AND FINISH DETAILS AS SELECTED.

ALL WORK IS TO COMPLY WITH THE RULES

AND REGULATIONS OF THE LOCAL

ELECTRICITY SUPPLY AUTHORITY

& THE BUILDING CODE OF AUSTRALIA.

ALL WORKS ARE TO BE CARRIED OUT BY

QUALIFIED AND LICENCED TRADESPERSONS.

ALL PLUMBING RETICULATION WORKS

ARE TO BE CARRIED OUT IN ACCORDANCE

WITH RELEVANT AUSTRALIAN CODES

AND AS REGULATED AND STIPULATED

BY THE MID-WESTERN REGIONAL

COUNCIL'S HEALTH AND BUILDING DEPARTMENT.

RETICULATE ALL WATER OUTLETS WITH

APPROPRIATELY SIZED COPPER PIPING

AND FITMENTS. S/FIX YARD TAPS  AS

SELECTED  BY THE OWNER.

ALL WORKS ARE TO BE CARRIED OUT BY

QUALIFIED AND LICENCED TRADESPERSONS.

NOTE: EXTERNAL WALL MATERIAL IS TO BE

COLORBOND STEEL AS SELECTED. ALLOW TO

PROVIDE ADDITIONAL SHADOWLINE MATERIAL

TO PERIMETER OF WINDOWS AND DOORS TO

TOP EDGE AND TWO SIDES. PROVIDE A SILL

SECTION TO ALL WINDOWS SIMILAR TO DETAIL

AS SHOWN IN ELEVATION DRAWINGS

EQUIVALENT TO 60MM ANGLE TRIM AS SELECTED.

ALLOW FOR ANGLE TRIM TO INTERNAL AND

EXTERNAL CORNERS.

ALLOW FOR 'TRIMDEK' COLOURBOND SHEETING

FIXED TO MAKER'S SPECIFICATION.

NOTE: ALL PROPOSED WORK IS TO BE CHECK

MEASURED ON SITE PRIOR TO CONSTRUCTION.

REPORT ANY ERRORS OR OMISSIONS TO THE

DESIGNER FOR RECTIFICATION.

THE DRAWINGS ARE AN ACCURATE GUIDE OF THE

WORKS TO BE EXECUTED. USE DIMENSION FIGURES

SHOWN AND DO NOT SCALE OFF DRAWINGS.

CONC SLAB DESIGN

TO STRUCTURAL

ENGINEER'S DETAIL.

ALL FRAMING WORK IS TO COMPLY

WITH AS 1684.2-2010 RESIDENTIAL

TIMBER-FRAMED CONSTRUCTION.
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180 X 30 F7

AT 1M CRS.

90 X 90 H3

POSTS TYP.

280 X 45 F7

AT 600 CRS.

180 X 45 F7 AT 600 CRS.

KLIPLOK CLASSIC 700

ROOF SHEETING.

KLIPLOK CLASSIC 700

ROOF SHEETING LAID

ON 55MM ANTICON

BLANKET SARKING.

NOTE: AS PER BASIX REQUIREMENT

ALLOW FOR R4.0 RATED INSULATION

BATTS TO ROOF CAVITIES TYPICAL.

180 X 45 F7 RAFTERS

AT 600 CRS.

280 X 30

RIDGE BOARD

NOTE: ALL ROOF CLADDING TO BE

TRIMDEK PROFILE COLOUR AS SEL.

TO BE LAID ON 55MM ANTICON

SARKING TYPICAL THROUGHOUT.

NOTE: THE STAIRCASE AND ALL

ELEMENTS INVOLVED IS TO

FULLY COMPLY WITH AS 1657.0
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